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APPENDIX C TO PART 622—FISH LENGTH MEASUREMENTS 
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50 CFR Ch. VI (10–1–13 Edition) Pt. 622, App. D 

APPENDIX D TO PART 622— 
SPECIFICATIONS FOR CERTIFIED BRDS 

A. Extended Funnel. 
1. Description. The extended funnel BRD 

consists of an extension with large-mesh 
webbing in the center (the large-mesh escape 
section) and small-mesh webbing on each end 
held open by a semi-rigid hoop. A funnel of 
small-mesh webbing is placed inside the ex-
tension to form a passage for shrimp to the 
cod end. It also creates an area of reduced 
water flow to allow for fish escapement 

through the large mesh. One side of the fun-
nel is extended vertically to form a lead 
panel and area of reduced water flow. There 
are two sizes of extended funnel BRDs, a 
standard size and an inshore size for small 
trawls. 

2. Minimum Construction and Installation Re-
quirements for Standard Size. 

(a) Extension Material. The small-mesh sec-
tions used on both sides of the large-mesh es-
cape section are constructed of 15⁄8 inch (4.13 
cm), No. 30 stretched mesh, nylon webbing. 
The front section is 120 meshes around by 61⁄2 

VerDate Mar<15>2010 17:45 Jan 02, 2014 Jkt 229238 PO 00000 Frm 00392 Fmt 8010 Sfmt 8002 Q:\50\50V12.TXT ofr150 PsN: PC150 E
R

17
A

P
13

.0
01

<
/G

P
H

>


		Superintendent of Documents
	2014-01-10T01:49:52-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




